
The floodlights are designed according to rules of maritime classification
societies, additional VDE and IEC/EN. Seawater resistant aluminium
modulefor exellent cooling. Stainless steel mounting bracket.

0940016000
FL40 LED

Elnumber: 3514301

FL40 10000 840 110-240 MB

EAN-nr: 4036538567605

Stock code: C

Technical data

Maximum ambient temperature (°C) 45

Minimum ambient temperature (ºC) -35

IP classification 66/67

Dimensions

Width (mm) 175

Net weight (kg) 4,5

Gross weight (kg) 4,8

Length (mm) 245

Height (mm) 275

Body

Colour of body White

Body colour code RAL 9016

Body material Aluminium seawater resistant

Optic

Material of diffuser Safety glass

Colour of reflector Silver

Material of reflector Aluminium

Optic Medium beam

Angle of visibility (°) 60

Electrical data

Maximum voltage +10% (V) 240

Maximum frequency +5% (Hz) 60

Minimum Voltage -10% (V) 110

Minimum frequency -5% (Hz) 0

Maximum voltage in DC 240

Total consumption (W) 104

Minimum voltage in DC 110

Electromagnetic compatibility EMC1

Light data

Number of lamps 1

Lamp code supplied light source CRI>80, 4000K

System Lumen/Watt 94

Light source LED White

Lamp power (W) 99

Nominal lumen value (lm) 10000

System Lumen Out 9775

Rated system lifetime at Ta 45°C 50.000h

Termination

Number of cable glands 1

Cable length (m) 1,5
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