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Ordering Details
ExLin

Ordering details ExLin

Type
with clear protective cover

Through wiring 
single-ended         twin-ended

Cable gland/thread Order No.

ExLin 3L-1

ExLin 3L-1 G C S 750 T1 1/6 M25K X M25 Plastic cable gland 1 2300 120 101

ExLin 3L-1 G C S 750 T1 2/6 M25K X M25 Plastic cable gland 1 2300 120 103

ExLin 3L-1 G C S 750 T1 1/6 M20M X M20 Metal thread 1 2300 120 109

ExLin 3L-1 G C S 750 T1 2/6 M20M X M20 Metal thread 1 2300 120 111

ExLin 5L-1

ExLin 5L-1 G C S 750 T1 1/6 M25K X M25 Plastic cable gland 1 2300 140 101

ExLin 5L-1 G C S 750 T1 2/6 M25K X M25 Plastic cable gland 1 2300 140 103

ExLin 5L-1 G C S 750 T1 1/6 M20M X M20 Metal thread 1 2300 140 109

ExLin 5L-1 G C S 750 T1 2/6 M20M X M20 Metal thread 1 2300 140 111

ExLin 7L-2

ExLin 7L-2 G C S 750 T1 1/6 M25K X M25 Plastic cable gland 1 2300 170 101

ExLin 7L-2 G C S 750 T1 2/6 M25K X M25 Plastic cable gland 1 2300 170 103

ExLin 7L-2 G C S 750 T1 1/6 M20M X M20 Metal thread 1 2300 170 109

ExLin 7L-2 G C S 750 T1 2/6 M20M X M20 Metal thread 1 2300 170 111

Type
with opaque protective cover

Through wiring 
single-ended         twin-ended

Cable gland/thread Order No.

ExLin 3L-1

ExLin 3L-1 G F S 750 T1 1/6 M25K X M 25 Plastic cable gland 1 2300 125 101

ExLin 3L-1 G F S 750 T1 2/6 M25K X M 25 Plastic cable gland 1 2300 125 103

ExLin 3L-1 G F S 750 T1 1/6 M20M X M 20 Metal thread 1 2300 125 109

ExLin 3L-1 G F S 750 T1 2/6 M20M X M 20 Metal thread 1 2300 125 111

ExLin 5L-1

ExLin 5L-1 G F S 750 T1 1/6 M25K X M 25 Plastic cable gland 1 2300 145 101

ExLin 5L-1 G F S 750 T1 2/6 M25K X M 25 Plastic cable gland 1 2300 145 103

ExLin 5L-1 G F S 750 T1 1/6 M20M X M 20 Metal thread 1 2300 145 109

ExLin 5L-1 G F S 750 T1 2/6 M20M X M 20 Metal thread 1 2300 145 111

ExLin 7L-2

ExLin 7L-2 G F S 750 T1 1/6 M25K X M 25 Plastic cable gland 1 2300 175 101

ExLin 7L-2 G F S 750 T1 2/6 M25K X M 25 Plastic cable gland 1 2300 175 103

ExLin 7L-2 G F S 750 T1 1/6 M20M X M 20 Metal thread 1 2300 175 109

ExLin 7L-2 G F S 750 T1 2/6 M20M X M 20 Metal thread 1 2300 175 111



1.2.6 EATON www.crouse-hinds.de

Polar curve / Dimension drawing
ExLin

Dimensions in mm

Dimension drawing / Polar curve

Polar corve narrow beam
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Polar curve wide beam

C  0
C90 l/cd/klm

90

75

60

45

30
15

0
15

30

45

60

75

90

20
1

931

11
5

400M8 M8

20
1

770

11
5

400M8 M8

Dimension drawing

Polar curve standard with clear cover
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Polar curve standard with frosted cover
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Technical data
ExLin

Technical data
ExLin3L-1 ExLin5L-1 ExLin7L-2

EC-Type Examination Certificate requested requested requested

IECEx-Certification of conformity requested requested requested

Marking accd. to 2014/34/EU Ex II 2 G Ex eb ib q op is IIC T4 Gb 
Ex II 2 D Ex tb IIIC T80°C Db IP66

Ex II 2 G Ex eb ib q op is IIC T4 Gb 
Ex II 2 D Ex tb IIIC T80°C Db IP66

Ex II 2 G Ex eb ib q op is IIC T4 Gb 
Ex II 2 D Ex tb IIIC T80°C Db IP66

Marking accd. to IECEx Ex eb ib q op is IIC T4 Gb 
Ex tb IIIC T80°C Db

Ex eb ib q op is IIC T4 Gb 
Ex tb IIIC T80°C Db

Ex eb ib q op is IIC T4 Gb 
Ex tb IIIC T80°C Db

Permissible ambient temperature -40 °C up to +55 °C with glass cover
-25 °C up to +55 °C with polycarbonate cover

-40 °C up to +55 °C with glass cover
-25 °C up to +55 °C with polycarbonate cover

-40 °C up to +55 °C with glass cover
-25 °C up to +55 °C with polycarbonate cover

Life expectancy control gear C5 ~100,000 h at ta = +25 °C
C10 ~75,000 h at ta = +55 °C

C5 ~100,000 h at ta = +25 °C
C10 ~75,000 h at ta = +55 °C

C5 ~100,000 h at ta = +25 °C
C10 ~75,000 h at ta = +55 °C

Life expectancy LED L90 ~100,000 h at ta = +25 °C
L85 ~75,000 h at ta = +55 °C

L90 ~100,000 h at ta = +25 °C
L85 ~75,000 h at ta = +55 °C

L90 ~100,000 h at ta = +25 °C
L85 ~75,000 at ta = +55 °C

immunity to surge voltages according to 
EN6100-4-5

4 kV, L-N and L-PE 4 kV, L-N and L-PE 4 kV, L-N and L-PE

Rated voltage 110 up to 254 V AC/DC 110 up to 254 V AC/DC 110 up to 254 V AC/DC

Frequency 0/50 - 60 Hz 0/50 - 60 Hz 0/50 - 60 Hz

Power consumption 22 W 44 W 67 W

Power factor cos @ 230 V  0.92  0.95  0.95

Circuit EVG EVG EVG 

Protection class I I I

Lamp / illuminant LED system LED system LED system

Rated luminous flux of the luminaire 
(typical,  ±10 %)*

clear protective cover: 2750 lm
frosted protective cover: 2370 lm

clear protective cover: 5300 lm
frosted protective cover: 4580 lm

clear protective cover: 8120 lm
frosted protective cover: 6920 lm

Light colour / CRI  5000 K / 70 (80 on request)  5000 K / 70 (80 on request)  5000 K / 70 (80 on request)

Dimensions (L x W x H)  770x201x115 mm 770x201x115 mm  931x201x115 mm 

Enclosure colour grey/black grey/black grey/black

Enclosure material Glassfibre reinforced polyester Glassfibre reinforced polyester Glassfibre reinforced polyester

Weight 6.7 kg 6.7 kg 8.0 kg

Degree of protection accd. to EN 60529 IP66/67 IP66/67 IP66/67

Protective cover / protective bowl toughened glass/ Polycarbonate,  
clear or opaque

toughened glass/ Polycarbonate,  
clear or opaque

toughened glass/ Polycarbonate,  
clear or opaque

Optic Standard, narrow beam, wide beam Standard, narrow beam, wide beam Standard, narrow beam, wide beam

*valid for glass cover


