Our products | Insert blocks

Insert blocks

MCT Brattberg's insert blocks are manufactured
from Lycron, a synthetic polymer that was devel-
oped to withstand fire, explosions, temperature
variation, ageing, radiation and rodents.

The blocks are injection moulded giving precision
components to a high degree of accuracy.

Standard blocks are available for cable diameters
from 4 —100 mm. Other dimensions can be supplied
to order.

Each AddBlock can be adapted to five different
cable dimensions.

U-blocks are used to increase the outside
dimensions of all blocks to the next module size.

Standard Blocks AddBlocks

U-Blocks Spare Blocks
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Block sizes

Our range of Insert Blocks seal cables between 4 and 100 mm in diameter: It is important
that the insert block is the right size, with respect to the cable, to ensure a proper seal.
Measure the cable diameters carefully and select insert blocks according to the table.
Blocks are referred to by their width (A) and hole diameter (B). Thus a block with
a width of 15 mm and a hole diameter of 4 mm is referred to as 15/4.
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Cable/
pipe
o
3.5-45 I5/4 | 20/4 4 10 8
45-55 15/5 | 20/5 5 10 8
5.5-6.5 15/6 | 20/6 6 10 17
6.5-7.5 15/7 | 20/7 7 10 17
75-85 I5/8 | 20/8 8 9 16
8.5-9.5 15/9 | 20/9 9 8 5
9.5-10.5 20/10 10 14
10.5—11.5 20/11 [ 13
11.5—12.5 20/12 | 30/12 12 13 36
12.5-13.5 20/13 | 30/13 13 12 36
13.5-14.5 20/14 | 30/14 14 I 35
14.5—15.5 20/15 | 30/15 5 10 34
15.5—16.5 20/16 | 30/16 16 9 33
16.5—17.5 30/17 17 3
175—18.5 30/18 8 30
18.5—19.5 30/19 19 28
19.5-20.5 30/20 20 27
20.5-21.5 30721 21 25
215-225 30/22 | 40/22 22 24 57
22.5-235 30/23 (40122 23 22 57
23.5-24.5 30/24 | 40/24 24 2 54
23.5-255 40/24 24 54
25.5-275 40/26 26 50
27.5-29.5 40/28 28 47
29.5-31.5 40/30 30 5
31.5-33.5 40/32 | 60/32 32 37 131
33.5-35.5 40/34 | 60/34 34 32 127
35.5-37.5 60/36 36 122
37.5-395 60/38 38 16
39.5-41.5 60/40 40 10
41.5-43.5 60/42 9 104
43.5-455 60/44 44 98
45.5-475 60/46 46 9l
475-495 60/48 48 84
49.5-51.5 60/50 | 90/50 50 77
51.5-53.5 60/52 | 90/52 52 6l
53.5-55.5 60/54 | 90/54 54 59
55.5-57.5 90/56 56 262
57.5-59.5 90/58 58 255
59.5-61.5 90/60 60 243
61.5-63.5 90/62 62 239
63.5-65.5 90/64 64 229
65.5—67.5 90/66 66 220
67.5-69.5 90/68 68 211
69.5-71.5 90/70 70 204
71.5-73.5 0/72| 72 494
73.5-755 120/74 | 74 485
75.5-77.5 120/76 | 76 Yy 472
77.5-79.5 120/78 | 78 A2 462
795-815 120/80 | 80 T - 448
81.5-83.5 120/82 | 82 T | B 437
83.5-85.5 120/84 | 84 425
85.5-87.5 120/86 | 86 415
87.5-89.5 120/88 | 88 L/ A /y‘ 403
89.5-91.5 120/90 | 90 385
91.5-93.5 120/92 | 92 . 368
935 o5 e o4 94 Insert blocks are supplied in halves. 360
95.5-975 120/96 | 96 Two insert blocks require to seal 35]
97.5-99.5 12098 | 98 | each cablelpipe. 332 n
99.5-101.5 120/100| 100 313 BRATIBERG
Cable/pipe diameters in millimetres. Weight in grams.
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