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Terminal Capacity

Terminal  Type

Conductor Size (mm2)

Max. Volts

Max. Physical Terminal Content

Min. Max.
Terminal Qty Amps

TM EJB1 TM EJB2 TM EJB1 TM EJB2

WDU 2.5N 0.5 2.5 420 12 18 15 13
WDU 2.5 0.5 2.5 550 12 18 15 13
WDU 4 0.5 4 690 10 15 20 18
WDU 6 0.5 6 550 7 11 11 24

WDU 10 1.5 10 550 6 9 9 34
WDU 16 1.5 16 550 - 7 - 47

BK 6 1 4 275 1 1 21 21
MK 6/6 1 6 420 1 1 26 26

Technical Data

Ingress Protection IP66 to IEC/EN 60529

Material Zinc Plated Mild Steel

Operating Temperature Range: -60°C to +80°C

Assembly Instructions AI 298

Maximum Quantity of Entries Per Face
Thread Size M16 M20 M25 M32 M40 M50

Box Type TM 
EJB1

TM 
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EJB2 

Face A/C 6 8 5 6 3 3 2 2 1 2 0 1

Face B 4 7 3 5 2 3 1 2 1 1 0 1

Face D 6 7 4 6 3 3 2 2 1 2 0 1

TM EJB1 TM EJB2
Dimension Size (mm) Size (mm)

S 120 150
T 2 2
V 80.5 90.5
W 96 126
X 126 156
Y 96 126
Z 148 178
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Diameter 10mm

M6 Int/Ext Earth

Features
ToughMate enclosures have been developed to be used on 
underground and over ground rail networks, commercial 
and public buildings, where equipment needs to withstand 
the toughest of environments. 

Ordering information - please state the following;
Box size, Terminal quantity/size, Gland entry quantity, Size/position

For any further help with enclosure configuration please contact Hawke International


