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Heavy Duty Flat Bar Coupler

The Vantrunk Heavy Duty Return Flange cable tray flat bar coupler is the standard means of connecting straight 
lengths of cable tray and is available in the full range of sidewall heights to match that of the cable tray range. 
Unless otherwise specified, the flat bar coupler will be supplied as standard.  Flat Bar Couplers are supplied 
individually and with fixings.

 = Select a Finish & Material

STAINLESS
STEEL

PRE-GALVANISED ELECTRO ZINC HOT DIPPED 
GALVANIZED SILICON RICH 

STRUCTURAL STEEL

HOT DIPPED 
GALVANIZED 

STRUCTURAL STEEL

HOT DIPPED 
GALVANIZED 

STRUCTURAL STEEL

PRE GALVANIZED 
STRUCTURAL STEEL

GALVANISED AFTER CORTEN STEELMULTICOLOURED
POWDER COATED

GK GM GY QQZA

GAPG SS PC GX ZA GW GM GY QQ

STAINLESS
STEEL

PRE-GALVANISED ELECTRO ZINC HOT DIPPED 
GALVANIZED SILICON RICH 

STRUCTURAL STEEL

HOT DIPPED 
GALVANIZED 

STRUCTURAL STEEL

HOT DIPPED 
GALVANIZED 

STRUCTURAL STEEL

PRE GALVANIZED 
STRUCTURAL STEEL

GALVANISED AFTER CORTEN STEELMULTICOLOURED
POWDER COATED

GK GM GY QQZA

GAPG SS PC GX ZA GW GM GY QQ

Finishes & Materials:

STAINLESS
STEEL

PRE-GALVANISED ELECTRO ZINC HOT DIPPED 
GALVANIZED SILICON RICH 

STRUCTURAL STEEL

HOT DIPPED 
GALVANIZED 

STRUCTURAL STEEL

HOT DIPPED 
GALVANIZED 

STRUCTURAL STEEL

PRE GALVANIZED 
STRUCTURAL STEEL

GALVANISED AFTER CORTEN STEELMULTICOLOURED
POWDER COATED

GK GM GY QQZA

GAPG SS PC GX ZA GW GM GY QQ

STAINLESS
STEEL

PRE-GALVANISED ELECTRO ZINC HOT DIPPED 
GALVANIZED SILICON RICH 

STRUCTURAL STEEL

HOT DIPPED 
GALVANIZED 

STRUCTURAL STEEL

HOT DIPPED 
GALVANIZED 

STRUCTURAL STEEL

PRE GALVANIZED 
STRUCTURAL STEEL

GALVANISED AFTER CORTEN STEELMULTICOLOURED
POWDER COATED

GK GM GY QQZA

GAPG SS PC GX ZA GW GM GY QQFIXING
SETS       x4

Supplied with: Not Required: 

Part Number: HR-FBC-Fitting Type: HR-FBC

Heavy Duty Straight Coupler

The Vantrunk heavy duty return flange cable tray straight coupler provides an effective means of connection 
between heavy duty return flange straight cable tray lengths. Straight Couplers are supplied as pairs and with 
fixings.

 = Select a Finish & Material

STAINLESS
STEEL

PRE-GALVANISED ELECTRO ZINC HOT DIPPED 
GALVANIZED SILICON RICH 

STRUCTURAL STEEL

HOT DIPPED 
GALVANIZED 

STRUCTURAL STEEL

HOT DIPPED 
GALVANIZED 

STRUCTURAL STEEL

PRE GALVANIZED 
STRUCTURAL STEEL

GALVANISED AFTER CORTEN STEELMULTICOLOURED
POWDER COATED

GK GM GY QQZA

GAPG SS PC GX ZA GW GM GY QQ

STAINLESS
STEEL

PRE-GALVANISED ELECTRO ZINC HOT DIPPED 
GALVANIZED SILICON RICH 

STRUCTURAL STEEL

HOT DIPPED 
GALVANIZED 

STRUCTURAL STEEL

HOT DIPPED 
GALVANIZED 

STRUCTURAL STEEL

PRE GALVANIZED 
STRUCTURAL STEEL

GALVANISED AFTER CORTEN STEELMULTICOLOURED
POWDER COATED

GK GM GY QQZA

GAPG SS PC GX ZA GW GM GY QQ

Finishes & Materials:

STAINLESS
STEEL

PRE-GALVANISED ELECTRO ZINC HOT DIPPED 
GALVANIZED SILICON RICH 

STRUCTURAL STEEL

HOT DIPPED 
GALVANIZED 

STRUCTURAL STEEL

HOT DIPPED 
GALVANIZED 

STRUCTURAL STEEL

PRE GALVANIZED 
STRUCTURAL STEEL

GALVANISED AFTER CORTEN STEELMULTICOLOURED
POWDER COATED

GK GM GY QQZA

GAPG SS PC GX ZA GW GM GY QQ

STAINLESS
STEEL

PRE-GALVANISED ELECTRO ZINC HOT DIPPED 
GALVANIZED SILICON RICH 

STRUCTURAL STEEL

HOT DIPPED 
GALVANIZED 

STRUCTURAL STEEL

HOT DIPPED 
GALVANIZED 

STRUCTURAL STEEL

PRE GALVANIZED 
STRUCTURAL STEEL

GALVANISED AFTER CORTEN STEELMULTICOLOURED
POWDER COATED

GK GM GY QQZA

GAPG SS PC GX ZA GW GM GY QQFIXING
SETS       x8

Supplied with: Not Required: 

Part Number: HR-SC-Fitting Type: HR-SC
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