
HOW TO ORDER HR - HDB - SS - 2.0 
System Type Accessory Type Finish Gauge

126

STAINLESS
STEEL

PRE-GALVANISED ELECTRO ZINC HOT DIPPED 
GALVANIZED SILICON RICH 

STRUCTURAL STEEL

HOT DIPPED 
GALVANIZED 

STRUCTURAL STEEL

HOT DIPPED 
GALVANIZED 

STRUCTURAL STEEL

PRE GALVANIZED 
STRUCTURAL STEEL

GALVANISED AFTER CORTEN STEELMULTICOLOURED
POWDER COATED

GK GM GY QQZA

GAPG SS PC GX ZA GW GM GY QQ

STAINLESS
STEEL

PRE-GALVANISED ELECTRO ZINC HOT DIPPED 
GALVANIZED SILICON RICH 

STRUCTURAL STEEL

HOT DIPPED 
GALVANIZED 

STRUCTURAL STEEL

HOT DIPPED 
GALVANIZED 

STRUCTURAL STEEL

PRE GALVANIZED 
STRUCTURAL STEEL

GALVANISED AFTER CORTEN STEELMULTICOLOURED
POWDER COATED

GK GM GY QQZA

GAPG SS PC GX ZA GW GM GY QQ

Finishes & Materials:
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PRE-GALVANISED ELECTRO ZINC HOT DIPPED 
GALVANIZED SILICON RICH 

STRUCTURAL STEEL

HOT DIPPED 
GALVANIZED 

STRUCTURAL STEEL

HOT DIPPED 
GALVANIZED 

STRUCTURAL STEEL

PRE GALVANIZED 
STRUCTURAL STEEL

GALVANISED AFTER CORTEN STEELMULTICOLOURED
POWDER COATED

GK GM GY QQZA

GAPG SS PC GX ZA GW GM GY QQ

STAINLESS
STEEL

PRE-GALVANISED ELECTRO ZINC HOT DIPPED 
GALVANIZED SILICON RICH 

STRUCTURAL STEEL

HOT DIPPED 
GALVANIZED 

STRUCTURAL STEEL

HOT DIPPED 
GALVANIZED 

STRUCTURAL STEEL

PRE GALVANIZED 
STRUCTURAL STEEL

GALVANISED AFTER CORTEN STEELMULTICOLOURED
POWDER COATED

GK GM GY QQZA

GAPG SS PC GX ZA GW GM GY QQ

Hold Down Bracket

Hold down brackets provide an alternative means of securing cable tray to the support 
structure, particularly where the slots in the base of the cable tray do not coincide with the 
supports. Ideal for use with Intelok Channel type support systems, the hold down bracket is 
available for all cable tray profiles. 

 = Select a Finish & Material

NO FIXING
SETS

Supplied with: 

Part Number: HR-HDB-Fitting Type: HR-HDB
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Tray Type
A B C D

Heavy Duty HR 23 40 W1 + 46 W1 + 80

Dimensions mm

CABLE TRAY SYSTEM


